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MMC RYOTEC CORPORATION
TOKYO OFFICE [Overseas Oparations Center]
KFC Bldg. 7F, 1-6-1 Yokoami, Sumida-ku, Tokyo 130-0015
TEL +81-3-5819-8723
E-Mail: rocktool@mmc.co.jp

JAPAN / ROCK TOOLS

http://www.ryotec.co.jp/en/

Subsidiaries of MITSUBISHI MATERIALS CORPORATION
MITSUBISHI MATERIALS U.S.A. CORPORATION
105 Corporate Center Dr. Suite A, Mooresville, 
NC 28117, U.S.A
TEL +1-980-312-3150    FAX +1-704-746-9595
E-Mail: mmusclt@mmus.com

MMC HARTMETALL GMBH
Comeniusstr. 2,40670 Meerbusch, Germany
TEL +49-2159-9189-32    FAX +49-2159-9189-30079
E-Mail: rocktools@mmchg.de

MMC METAL DO BRASIL LTDA.
Rua Cincinato Braga, 340 13°- andar.Bela Vista-
CEP 01333-010 São Paulo-SP., BRASIL
TEL +55-11-3262-5095    FAX +55-11-3285-4906
E-Mail: mmbr@mmbr.com.br

MMC METAL DE MEXICO S.A. DE C.V.
Av. La Canada No.16 Parque Industrial Bernardo Quintana
El marques, Queretaro.
TEL +52-442-221-6136    +52-442-221-6137
FAX +52-442-221-6134
E-Mail: gonzalez@mmcmex.com

U.S.A.

Germany

Brazil

Mexico

Australia

South Korea

Singapore

China

MITSUBISHI MATERIALS TRADING CORPORATION 
PERTH BRANCH
Suite 10, 137 Kewdale Road, Kewdale, WA 6105, Australia
TEL +61-8-6258-7200    FAX +61-8-6258-5614
E-Mail: ml-sales@mmtc.co.jp 
Website: https://www.mmtc.co.jp/au/ 

MITSUBISHI MATERIALS TRADING CORPORATION 
SEOUL BRANCH
#1812 Samsung Cheil Bldg., 309, Teheran-ro, 
Gangnam-gu, Seoul 06151, South Korea
TEL +82-2-3474-2331   FAX +82-2-527-2834
Email: ｍb-rocktool@mmtc.co.jp
Website: https://www.mmtc.co.jp/en/ 

MITSUBISHI MATERIALS TRADING CORPORATION 
SINGAPORE BRANCH
10 Anson Road, #32-09 International Plaza, 
Singapore 079903
TEL +65-6221-7233   FAX +65-6325-4220
Email: ｍb-rocktool@mmtc.co.jp
Website: https://www.mmtc.co.jp/en/ 

MITSUBISHI MATERIALS (SHANGHAI) CORPORATION
2101 Tower 1, Raffles City, 1133 Changning Road
Changning District, Shanghai, 200051, China
TEL :+86-(0)21-6235-0745    FAX :+86-(0)21-6235-0741
Inquiry form : http://www.mmc.sh.cn/contact-us/
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Range
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to bit face
inch
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Piston  
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lbs
kg
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Weight

lbs
kg

Wrench  
Flats

inch
mm

Thread 
Connection

Minimum  
Air Volume  
Required

cfm
cmm

Maximum  
Operating  
Pressure

psi
bar

3.5
HMDHD3.5 305 / MDD3.5

3 1/2 to 4 1/4 3.1 2.5 40 39.6 11.7 56 2.5
2 3/8” API Pin Up

150 500
89 to 108 78.7 63.5 1016 1016 5.31 25.4 63.5 4.5 34

HMDHD3.5H 305 / MDD3.5H
4 3.35 2.5 40 40 12 56 2.5

2 3/8” API Pin Up
150 500

102 85.1 64 1016 1016 5.3 25.4 63.5 4.5 34

4 HMDHD340 340 / MDD340
4 to 5 3.63 2.95 43.6 43.7 19 86 3

2 3/8” API Pin Up
150 500

102 to 127 92.2 75 1107 1110 8.5 38 76 4.5 34

4.5
HMDHD345 340 / MDD345

4 1/2 to 5 1/8 4.1 3.28 40.7 40.9 22 112 3
2 3/8” API Pin Up

150 500
114 to 130 104.14 83.3 1034 1039 10 50 76 4.5 34

HMDHQ45 Q40 / MDQ45
4 1/2 to 5 1/8 4.1 3.28 40.54 40.5 22 112 3

2 3/8” API Pin Up
150 500

114 to 130 104.14 83.3 1026 1029 10 50 76 4.5 34

5
HMDHQ50 QL5 / MDQ50

5 to 6 4.53 3.71 47.2 47.1 30 143 3.5
3 1/2” API Pin Up

150 500
127 to 152 115 94.2 1199 1196 13.6 64.8 88.9 4.5 34

HMDHD350 350 / MDD350
5 to 6 4.53 3.71 48.2 48.1 31 143 3.5

3 1/2” API Pin Up
150 500

127 to 152 115 94.2 1222 1222 14 64.8 88.9 4.5 34

5.5 HMDHQ55 QL5 / MDQ55
5 1/2 to 6 5.1 4.1 44.7 44.6 31 148 3.5

3 1/2” API Pin Up
250 500

139.7 to 152 129.5 104 1135 1143 14 67.1 88.9 7 34

6

HMDHQ60 QL6 / MDQ60
6 to 7 5.46 4.5 48.1 48.5 43 215 4

3 1/2” API Pin Up
450 500

152 to 178 139 102 1222 1232 19.5 97.5 102 13 34

HMDHQ60H QL6 / MDQ60H
6 5.75 4.5 48.1 48.5 43 215 4

3 1/2” API Pin Up
450 500

152 146 102 1222 1232 20 97.5 102 13 34

HMDHD360 360 / MDD360
6 to 7 5.46 4.5 52.2 52.6 43 215 4

3 1/2” API Pin Up
450 500

152 to 178 139 102 1325 1336 20 97.5 102 13 34

HMDHD360H 360 / MDD360H
6 1/4 to 7 5.75 4.5 52.2 52.6 43 250 4

3 1/2” API Pin Up
450 500

158.75 to 178 146 102 1325 1336 20 97.5 102 13 34

6.5
HMDHQ65 QL6 / MDQ65

6 1/4 to 7 5.75 4.75 46.8 47.2 45 251 4
3 1/2” API Pin Up

450 500
158.75 to 178 146 121 1189 1198 20.4 113.8 102 13 34

HMDHQ65H QL6 / MDQ65H
6 1/2 to 7 5.9 4.75 46.8 47.2 45 268 4

3 1/2” API Pin Up
450 500

165 to 178 150 121 1189 1198 20.4 121.5 102 13 34

8
HMDHQ80 QL8 / MDQ80

7 7/8 to 10 7.1 5.87 56.2 57 78 414 5.9
4 1/2” API Pin Up

900 500
200 to 254 180 149 1427 1524 35 188 150 26 34

HMDHD380 380 / MDD380
7 7/8 to 10 7.1 5.87 56.9 57.7 78 414 5.9

4 1/2” API Pin Up
900 500

200 to 254 180 149 1445 1542 35 188 150 26 34
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